
Technical data 

Parameters 

Water level measurement 

Range 

Resolution 

Accuracy (linearity + hysteresis) 

Units 

Pressure sensor 

Overload protection* pressure sensor 

* no lasting mechanical damage 

Temperature compensateci range 

Temperature measurement 

Range 

Resolution 

Accuracy 

Units 

Conductivity measurement 

Range 

Resolution 

Accuracy 

water level/pressure, temperature, 

specific conductivity, salinity, TDS 

O ... 4 m, O ... 10 m, O ... 20 m, 

O ... 40 m, O ... 100 m 

0.001 m, 0.1 cm, 0.01 ft, 0.1 in 

±0.05% FS 

m, cm, ft, inch, bar, psi 

ceramic; temperature compensateci 

>4 x measurement range

-5 °c ... +45 °C (ice-free)

-25 °C ... +70 °C

0.01 °C 

±0.1 °C 

oc, OF 

0.001 ... 2.000 mS/cm 0.10 ... 100.00 mS/cm 

0.001 mS/cm 0.01 mS/cm 

±1.5% of meas. value ±0.5 % of meas. value 

(min. ±0.001 mS/cm) 

mS/cm, µS/cm 

(min. ±0.01 mS/cm) 

Units 

Generai data 

Power supply 

Operating life 

(1 h polling interval, 50 m system length) 

lnterface 

Data memory 

Polling- / storage interval 

Dimensions communication unit 

Dimensions pressure probe 

Materiai of pressure probe housing 

EMVlimits 

Germany 

mS/cm 

3 x 1 .5 V battery (LR6, AA, FR6 AA) 

alkaline or lithium 

è':5 years (lithium); è':1.5 years (alkaline) 

lnfrared (lrDA) 

4 MB/ approx. 500.000 values 

5 seconds ... 24 hours 

400 mm x 22 mm (L x 0) 

317 mm x 22 mm (L x 0) 

stainless steel DIN 1 .4539 (904 L) 

complies with EN 61000/ EN 55011 Class B 
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